
Model SE-10

Ambient Temperature ℃/℉

Relative Humidity %

Suction Pressure -

Location -

Altitude m

Maximum Operating Pressure Mpa/Psi 0.8 / 116 1.0 / 145

Minimum Operating Pressure Mpa/Psi 0.6 / 87 0.8 / 116

Air Delivery [FAD] m3/min 1,1 0,9

Maximum Operating Temp. ℃/℉

Minimum Operating Temp. ℃/℉

Maximum Vibration Level mm/s

High Temp Trip Set Value ℃/℉

Discharge Temperature ℃/℉

Noise Level at 1m Distance dB(A)

Oil Content of Compressed Air ppm

Controller

Type -

Profile -

Screw Rotor Profile -

Male Rotor Speed rpm

Cooling Method -

Compressed Method -

Transmission Method -

Capacity Control Method -

Main Motor Nominal Power Hp/kW

Main Motor Service Factor -

Main Motor Max. Used Power kW 7,1 8,3

Main Motor Speed rpm

Start Method

Main Motor Frame -

Main Motor Efficiency %

Main Motor Power Factor %

Main Motor IP -

Main Motor Nominal Current A

Package Full Load Current A

Model -

Standard/Certificate - ASME / CE

IP23

14,53

AIR/OIL SEPARATOR TANK

LCN-7-16

3000

Direct Start

ZYT-100-30

88,1

Coupling (Direct Driven)

Temperature control start-stop

ELECTRICAL DATA

10 / 7.5

SF 1.2

YNT 55A

`5:6

3000

Oil Cooled

Rotary Positive Displace

≤3

ZONCN HMI600S

AIREND DATA

BAOSI

40/104

0/32

≤7.1 mm/s

110 / 230

55 / 131

<85

atm.

Indoor

< 1000

GENERAL COMPRESSOR DATA

S Series Screw Air Compressor
[ SE-10 ] TECHNICAL DATA 80V/50Hz/3Phase

GENERAL OPERATING CONDITION

Max.40/104
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Air/Oil Separator Tank Volume L

Coolant Lubricant Volume L

Air Filter -

Oil Filter -

Air/Oil Separator -

HD 56110

HD 561010

7L

Maintenance Spare Parts

HD 583310
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Lubricant -

Overall Length mm

Overall Width mm

Overall Height mm

Package Length mm

Package Width mm

Package Height mm

WEIGHT of the COMPRESSOR

Net Weight kg 110

630

800

750

730

950

Shell R3 S46

OVERALL DIMENSIONS of the UNIT, L*W*H

650


