
STARMAX HALFAUTOMATEN

STARMAX SERIES 160, 200, 250 and 315

CHARACTERISTICS:

• Professional MIG equipment German top quality

• IGBT semiconductors from Siemens, guarantee of quality

• 4 roller drive for a very sharp and constant flame

bow

• MIG – TIG & MMA, so suitable for mig welding as
withelectrode

• High setting time 60% at 40° ambient temperature

• Both in 230 and 400 volt output ring

• Strong wheelbase and wide bottle trolley, equipped with industrial

trial swivel and carrying wheels

• Clear digital panel with semi-synergic
settingwire/power

•MADE IN GERMANY Wire speed and power can be set with large potentiometers

• Comes complete with matching Mig torch and earth

ing cable

Model STARMAX 160 STARMAX 200 STARMAX 250 STARMAX 315

Voltage 230 volt mono 400 volt 3 phase

Welding wire drive 4 drive rollers 35 mm

Fuses, net 16 A 16 A 20 A

Amperage at 60 % 160 A 200 A 250 A 315 A

Assets 6.7 kVA 7.4 kVA 8.4 kVA 11 kVA

Amperage range 20 – 160 A 20 – 200 A 20 – 250 A 20 – 315 A

Cos. Phi 0.93

Weld voltage starts 15-26 volts 15-29 volts 15-30 volts

Insulation class F

Protection factor IP-21S

Nullastspanning It was 58

welding wire 0.6 & 0.8 mm 0.8 & 1.0 mm 0.8 – 1.2 mm

fast welding wire 1 – 24 m/min

Dimensions 880 x 300 x 690 mm

Weight 48 kg 48 kg 48 Kg 50 kg

Lastoorts MB-15/4 MB-25/4 MB-36/4

Article no. 25337103 25337104 25930112 25930117
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